Typical STOCK Bunker-to-Pulverizer Arrangement

for STOCK® SV2424 Volumetric Coal Feeder

COAL ON BELT
DETECTOR

PURGE AIR
CONNECTION

PLUGGED
CHUTE
DETECTOR

BUNKER OQUTLET

STOCK STARTS
HERE

3
.
.
e v
.

|

STOCK AF
ACOUSTIC FLOW
MONITOR (OPTIONAL)

STOCK
BUNKER
OUTLET
VALVE

DOWNSPOUT

STOCK
COUPLING

VARIABLE
FREQUENCY
DRIVE

STOCK 24"
SV2424 VOLUMETRIC
COAL FEEDER

TRANSITION
CHUTE

DOWNSPOUT

COUPLING

PULVERIZER
INLET

STOCK FEEDER 21/
DISCHARGE VALVE |
(Optional) ——'——
o
LL | _.4 _._I—_
: | STOCKSTOPS
|:| HERE
MINIMUM CENTERLINE
FEEDER INLET MAXIMUM HEIGHT OF DISTANCE BETWEEN
SIZE CAPACITY COAL ON BELT INLET AND DISCHARGE
24" 61025 4" to 5-1/2" 24"
(610 mm) (STPH) (100 mm to 140 mm) (610 mm)
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